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This property is currently zoned Industrial.
Owner & Applicant:

Producers Cooperative Association

P.0. Box 1112

Bryan, TX 778086

979-778-6000 '

PROPOSED USE AND GROSS SQUARE FOOTAGES:

A.  Use: Industrial
B. New Fertilizer Plant/Building Gross Square Footage: 32,450 SF
3.B.1. Wholesale/Manufacturing Operations: 30,950 SF

3.B.2. Sales Areas:
FIRE PROTECTION SYSTEMS:
A.  The riew fertilizer facility will have a not be sprinkled.

1,500 SF

- PARKING ANALYSIS:

Parking Spaces Required for Wholesale/Manufacturing Operations:

5.A. Based on Largest Shift (50 employees — Required 1 parking space per 2 employees): 25

5.8. Based on (30,950 SF — Required 1 parking Spacer per 1,000 SF): 31

Parking Spaces Provided for Production Floor Area: 45 Parking Spaces (located on the south end of the site
around the existing facilities.)

Parking Spaces Required for Sales Area (Required 1 parking Spacer per 1,000 SF)

Parking Spaces Required based on 1,500 SF: 2 Spaces

Parking Spaces Provided for Sales Area: 3 Spaces (i.e. 2 regular & 1 Handicap)

All parking stalls are 9’ wide and 20" deep, unless noted otherwise.

WATER AND SANITARY SEWER DEMANDS: S

Water Demands: Max.= 17 GPM Avg.= 3.5 GPM Min.= 0 GPM
Irrigation: Max.= 20 GPM :
Sewer Demands: 3,660 GPD (Max.) ~ v
According to the Flood Insurance Rate Maps for Brazos County, Texas and Incorporated Areas, Map Number
4B041C0133 C, effective July 2, 1992, this property is not located within a FEMA 100-year flood hazard area.
Existing Contour Information has been prepared from an actual on—the—ground survey.

Electric service to be provided by Bryan Texas Utilities.

See Site Civil Engineering Drawings for additional utility, grading, and layout information.

Irrigation system to be Installed by others. Refer to the Landscaping Plan for additional information regarding
the irrigation system. The irrigation system must be approved by the City and installed by a certified installer
prior to issue of Certificated of Occupancy.

No combustibles will be allowed on site until all-weather roads and fire hydrants have been accepted by the
City. '

Demolition/Construction Waste — The Contractor shall be responsible for providing containment for waste prior to
and during demolition/construction. Solid waste roll off boxes and/or metal dumpsters shall be supplied by City
Permitted contractor only. The Contractor shall use all means necessary to prevent the occurrence of wind
blown litter from the project site. '

Type of waste streams generated from this site: Normal Domestic Wastewater.

This facility will utilize the existing solid waste containers that are currently in use.

See Landscaping Plans for proposed landscaping. ‘

All dimensions are marked from back of curb, unless noted otherwise.
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It shall be the responsibility of the Contractor to verify the exact location of all existing underground utilities.
Furthermore, the Contractor shall contact all utility company representatives a minimum of 48 hours in advance
of any excavation.

i

Contact Dig Tess @ 1-800-344—-8377

Location of existing buried utilities, where shown, is approximated only. Other utilities may be present that are
not shown on the Construction Drawings. The Contractor shall be responsible for locating and protecting all
buried utilities. ‘

Unless otherwise indicated, all construction shall be in accordance with the current City of Bryan Standard
Details, Specifications, and B/CS Design Guidelines for Water, Sewer, Drainage and Street Construction. All
inspection of public infrastructure shall be coordinated with the staff of the City Engineer of Bryan. It is the
intent of these plans to comply with all City of Bryan Guidelines, Details, and Specifications.

In lieu of using the construction materials indicated in these plans, the Contractor shall obtain written approval
from the Owner for any substitution.

The Contractor is responsible for all construction safety.
components for construction safety.

It is the responsibility of the contractor to comply with all State and Federal Regulations regarding construction
activities near energized overhead or underground power lines. Additionally, the contractor shall coordinate all
proposed work and procedures with Bryan Texas Utilities (BTU).

Trenches may be left open overnight if properly covered or barricaded to prevent pedestrian and vehicular
access. '

Contractor to provide Traffic Control Plan.

Traffic Signs, roadway signs, and other traffic control devices are not included in these plans.

The Contractor shall be responsible for all storm water pollution prevention associated with this project.
Contractor shall use all means necessary to prevent the transportation of sediment from the project site.
Contractor shall comply with TCEQ ~ TPDES storm water requirements.

All soil not used as part of this project shall become the property of the Contractor.
responsible for the disposal of the material off—site:

Al ‘soil disturbed by construction that is not landscaped shall be hydromulch seeded as soon as grading is
complete. Al slopes equal to or greater than 4:1 that will not be landscaped (i.e. covered with sed or plants)
shall be hydromulch seeded and covered with erosion control blanket. The erosion control blanket shall be S75
Single Net Straw Blanket as manufactured by North American Green.

Contractor shall provide a proposed expansion/contraction joint layout for the Engineer's review and approval
prior to constructing driveways and parking lot areas.

The Contractor shall install all TAS/ADA related items in accordance with the current TAS/ADA requirements.

All curb radius from back of curb are 5°, unless noted otherwise.

All Concrete Pavement shall be 6” thick with #4 at 18" CC,EW. or 8" thick with #4 at 12" CC,EW
in the construction drawings. All pavement shall be placed over 6” compacted subgrade.

All concrete shall be 3,000 p.s.i.

Al reinforcement shall be Grade 60, unless noted otherwise.

All Fire Lanes shall be designated by signs. See Sheet C1.2 for sign details.

Sewer stub shall be provided for a potential future connection to the City of Bryan sanitary sewer system.
Sewer stub shall terminate below proposed finished grade, and the end of line shall be marked with 2" PVC
pipe painted green. End of line marker shall extend 36" above finished grade.

Construction Drawings do not include necessary

The
The

The Contractor shall be

as specified

1.

It is the responsibility of the Contractor to prepare and maintain a Storm Water Pollution Prevention Plan in
accordance with the current TCEQ/EPA requirements for storm water discharges associated with construction
activity under General Permit, USACE 33 CFR, & Section 404 of the Clean Water Act, & Texas Pollutant
Discharge Elimination System (TPDES) General Permit No. TXR150000 as administered by the Texas Commission
on Environmental Quality (TCEQ).

The Contractor shall not cllow sediment to leave the work area or enter any adjoining channels. Additional
measures to those shown on this plan and described in these notes. may be required to prevent sediment from
leaving the work area. The Contractor shall be responsible for clean—up and restoration to original condition,
including establishment or re—vegetation of any lands or channels affected should construction sediment be
found outside of limits of construction work. _ :
All disturbed areas are to have establishment of grass as outlined below. Contractor is
responsible for watering, maintenance and establishment of grass for a period of 90 days
beyond project acceptance. Contractor to guarantee all planted material growth and
coverage for a period of 6 months. Growth and coverage shall be defined as 100% of

the planted area with uniform coverage of grass greater than 1" in height with no bare
spots greater than 2 square feet. A Second application of fibermulch is required for
bare spots not meeting coverage requirement within 60 days of initial application. Areas
adjacent to the building to receive block sodding or hydromulch seeding are not included
in this requirement. Refer to landscape plans for location of plantings. '
Contractor is to maintain erosion control throughout duration of the project such that all work areas are to
plan grades once vegetation is established. Insure sediment is not transported downstream from project via hay
bales or silt fence installation. If erosion is observed in the field, additional erosion controls shall be installed.
Silt fencing is to be installed per detail. In lieu of silt fencing, Contractor may use straw bale barriers or
continuous extruded fabri¢ berm filled with 3/4" gravel upon approval of the Engineer. Sediment to be cleaned
from silt fencing or other sediment control devices when depth of sediment reaches +1/3 total height of
device; Contractor is to insure erosion control devices are consistently installed and properly maintained.

SITE DESCRIPTION |

This development is located at 1800 N. Texas Avenue in Bryan, Texas and consists of approximately 3.92 acres.
The site is located at North Latitude 30°41°30.9” and West Longitude 96'22'39.8".
construction of a fertilizer plant/building with associated parking and utilities, and grading improvements. The only
source of pollution is the erosion of exposed soil. _
Still Creek; thence to Still Creek (Segment No. 1242C). The Contractor is responsible for containing all sediment
on—site by utilizing siltation control devices, washdown areas, or seeding and sodding applications.
rgtsponsibility of the Contractor to utilize whatever techniques necessary to prevent erosion from this construction
site.

The activity consists of the
Storm water from the site flows to an unnamed tributary of
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BLOCK 2, LOT 1
BRYAN, BRAZOS COUNTY, TEXAS
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