GENERAL _NOTES:
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7.
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9.

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE LATEST CITY OF BRYAN/COLLEGE
STATION STANDARD SPECIFICATIONS AND DETAILS FOR (WATER, SEWER). ALL CONSTRUCTION
SHALL BE COORDINATED WITH THE ENGINEER OFFICE.

ALL UTILTY LINES (WATER, GAS, SAMITARY SEWER, STORM SEWER, ETC.) SHOWN ARE TAKEN
FROM BEST AVAILABLE RECORD INFORMATION BASED ON CONSTRUCTION UTILITY MAP DOCUMENTS
OBTAINED FROM CITY & INDEPENDEMT AGENCIES AND/OR ABOVE GROUND FIELD EVIDENCE.
SHOWN POSITIONS MAY NOT REPRESENT AS—BUILT CONDITIONS

THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THE EXACT LOCATIOM OF ALL EXISTING
UNDERGROUND UTIUTIES. WOTIFICATION OF THE UTIUTY COMPANIES 48 HOURS IN ADVANCE OF
CONSTRUCTION 1S REQUIRED.

DIG TESS: (B00) 344-8377
ATMOS ENERGY: (979) 774-2506
SUDDEN LINK COMMUNICATIONS:  (979) 585-2429
FRONTIER COMMUNICATIONS: (979) 821-4783
CITY OF BRYAN: (979) 209-5900

THE CONSTRUCTION SHALL COMPLY WITH OSHA STANDARD 29 CFR PART 1926 SUBPART P FOR
TREMCH SAFETY REQUIREMENTS.

IT IS THE RESPOMSIBILITY OF THE CONMTRACTOR TO USE WHATEVER MEANS NECESSARY TD
MINIMIZE EROSION AND PREVENT SEDIMENT FROM LEAVING THE PROJECT SIME. THIS INCLUDES THE
INSTALLATION OF A COMSTRUCTION EXIT AND SILT FEMCE AS NECESSARY,

THE CONTRACTOR IS REQUIRED TO MAINTAIN THE TPDES GEMERAL PERMIT NO. TR 150000
REQUIREMENTS FOR CONSTRUCTION SITES,

ALL AREAS WHERE EXISTING WEGETATION AMD GRASS COVER HAVE BEEN DISTURBED BY
CONSTRUCTION SHALL BE ADEQUATELY BLOCK SODDED OR HYDROMULCHED, AND WATERED UNTIL
GROWTH 1S ESTABLISHED. IN DEVELOPED AREAS WHERE GRASS IS PRESENT, BLOCK S0D WILL BE
REQUIRED, BARED AREAS SHALL BE SEEDED OR SODDED WITHIN 14 CALENDAR DAYS OF LAST
DISTURBANCE.

ALL RADI AND DISTAMCES ARE MEASURED TO THE BACK OF CURBE UMNLESS OTHERWISE NOTED.

ALL PAVEMENT SHALL BE PER TYPICAL PAVEMENT SECTION. REFER TO PAVEMENT PLAN FOR
PAVEMENT DEPTHS,

10, THE CONTRACTOR SHALL PROMPTLY NOTIFY THE ENGINEER OF ANY DISCREPANCIES IN THESE

PLANS, DRAWINGS AMD SPECIFICATIONS.

11, IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO COMPLY WITH ALL STATE AND FEDERAL

REGULATIONS REGARDING CONSTRUCTION ACTIVITIES MWEAR EMERGIZED OVERHEAD POWER LINES,

12, THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING UTILITIES OR

SERVICE LINES THAT ARE CROSSED OR EXPOSED DURING COMSTRUCTION OPERATIONS, WHERE
EXISTING UTILITIES OR SERVICE LINES ARE CUT, BROKEN, OR DAMAGED, THE CONTRACTOR SHALL
REPAIR OR REPLACE THE UTILITIES OR SERVICE LINE WITH THE SAME TYPE OF MATERIAL AND
COMSTRUCTION OR BETTER. THIS MATERIAL AND WORK SHALL BE AT THE CONTRACTOR'S OWN
EXPENSE.

13. A COPY OF THE APPROVED CONSTRUCTION PLANS MUST BE KEPT OM SITE AT ALL TIMES

THROUGHOUT THE ENTIRE COMSTRUCTION OF THE PROJECT. CONTRACTOR SHALL MAINTAIN A SET
OF REDLINE DRAWIMGS, RECORDING AS—BUILT CONDITIONS DURING CONSTRUCTION.

14, IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PAY FOR AND OBTAIN ALL REQUIRED

PERMITS AND INSPECTION APPROVALS FOR ALL WORK SHOWN.

15, ANY ADJACENT PROPERTY AND RIGHT—OF—WAY DISTURBED DURING CONSTRUCTION WILL BE

RETURNED TO THEIR EXISTING COWDITION OR BETTER

16, THE CONTRACTOR SHALL WOT CREATE A DIRT NUISANCE OR SAFETY HAZARD IN ANY STREET OR

DRIVEWAY.

17. ADEQUATE DRAINAGE SHALL BE MAINTAINED AT ALL TIMES DURING CONSTRUCTION AND ANY

DRAIMAGE DITCH OR STRUCTURE DISTURBED DURING CONSTRUCTION SHALL BE RESTORED TO
EXISTING CONDITIONS OR BETTER.

18, THE CONTRACTOR AGREES TO REPAIR ANY DAMAGE TO THE PUBLIC RIGHT—OF—WAY IN

ACCORDANCE WITH THE STANDARDS OF THE APPLICABLE REGULATORY AGEMCY,

19. THE CONTRACTOR SHALL PROTECT ALL MONUMENTS, IROW PINS, AMD PROPERTY CORNERS DURING

COMSTRUCTION.

20. THE CONTRACTOR SHALL PROVIDE CONSTRUCTION STAKING.
21. THE CONTRACTOR MAY OBTAIN AN ELECTROMIC COPY OF THESE PLANS FOR CONSTRUCTION

PURPOSES. THE ELECTROMIC FILE AND INFORMATION GEMERATED, BY SCHULTZ ENGINEERING, LLC
(SE), FOR THIS PROJECT IS CONSIDERED BY SE TO BE CONFIDENTIAL, WHEM ISSUED, IT'S USE
IS INTEMDED SOLELY FOR THE INDMDUAL OR EMTITY TO WHICH IT IS ADDRESSED. PERMISSION IS
NOT GRANTED TO THE RECIPIENT FOR DISTRIBUTION OF THESE DOCUMENTS IN ANY FORM OR
FASHION. THE RECIPIENT UMDERSTANDS THAT THIS DATA IS AUTHORIZED “AS IS" WITHOUT ANY
WARRANTY AS TO IT PERFORMAMCE, ACCURACY, FREEDOM FROM ERROR, OR AS TO ANWY RESULTS
GEMERATED THROUGHOUT ITS USE. THE RECIPIENT ALSC UNDERSTANMDS AND AGREES THAT SE,
UPON RELEASE OF SUCH DATA, IS MO LOWGER RESPOMSIBLE FOR THEIR USE OR MODIFICATION.
THE USER AND RECIPIENT OF THE ELECTRONIC DATA ACCEPTS FULL RESPONSIBILITY AND LIABILITY
FOR ANY CONSEQUENCES ARISING QUT OF THEIR USE.

SIIE_SPECIAC WOTES:

1.

THE OWNER OF THE PROPERTY IS TEXAS A&M UNNERSITY SYSTEM. THE SUBJECT PROPERTY IS
ADDZE01, JOHN H JONES (ICL), TRACT 51.

. THE TOTAL DISTURBED AREA FOR THIS PROJECT IS 0.26 ACRES (11,379 SF).

THE SUBJECT TRACT DOES NOT UE WITHIN THE 100 YEAR FLOODPLAIN ACCORDING TO FEMA
FLOOD INSURANCE RATE MAPS FOR BRAZOS COUNTY, TEXAS AND INCORPORATED AREAS.
COMMUMNITY NO. 4B0082, PANEL NOD. 0285, MAP NO. 4B8041CO2BSE, EFFECTIVE DATE: APRIL 2,
2014,

THE MINIMUM REQUIRED FIRE FLOW FOR A STORAGE BUILDING IBC TYPE VB OF 2000 SF I5 1500
GALLONS PER MINUTE. THE BUILDING 15 MOT SPRINKLED. ONE FIRE HYDRANT IS REQUIRED. THE
EXISTING HYDRANT WILL BE SUFFICIENT.

CONTOURS SHOWN ARE FROM FIELD SURVEY DATA,

EEQSION COMNTROL_NOTES:

pa

(]

THE CONTRACTOR IS REQUIRED TO MAINTAIN THE TPDES GEMERAL PERMIT NO. TXR 130000
REQUIREMENTS FOR CONSTRUCTION SITES.

ERQSION CONTROL MEASURES SHOWNM 1N THESE PLANS SHALL BE COMSIDERED THE VERY MINIMUM
REQUIRED. IT SHALL BE THE RESPONSIBIUTY OF THE CONTRACTOR TO IMPLEMENT ALL OTHER
EROSION CONTROL MEASURES (DIVERSION BERMS, DRAINAGE STRUCTURES, SWALES, ADDITIOMAL
FENCING, ETC.) MECESSARY TO KEEP THE EXISTING IMPROVEMENTS AND DEVELOPMENTS FROM
DAMAGE OF ANY KIND, DURING ALL PHASES OF DEMOLITION AND CONSTRUCTION.

ALL SEDIMENT TRAPPING DEVICES SHALL BE INSTALLED AS S00N AS PRACTICAL AFTER THE AREA
HAS BEEN DISTURBED. ALL SEDIMENT TRAPPING DEVICES SHALL BE CLEANED WHEW SEDIMENT
LEVEL REACHES Z5% CAPACITY. SEDIMENT SHALL BE DISPOSED OF BY SPREADING ON SITE OR
HAULING AWAY IF NOT SUTABLE FOR FILL.

. EROSION CONTROL MEASURES SHALL BE IMPLEMENTED PRIOR TO ANY EXCAVATION OR DEMOUTION
WORK.,

. IT IS THE RESPOMNSIBILITY OF THE CONTRACTOR TO USE WHATEVER MEANS NECESSARY TO

MINIMIZE EROSION AND PREVENT SEDIMENT FROM LEAVING THE PROJECT SITE. THIS INCLUDES THE
INSTALLATION OF A COMSTRUCTION EXIT AND SILT FENCE AS NECESSARY.

THE CONTRACTOR |15 RESPONSIELE FOR INSPECTING AND MAINTAINING THE EROQSION AND SEDIMENT

" CONTROL DEVICES. INSPECTIONS SHALL BE DONE EVERY 14 DAYS AND AFTER EVERY RAINFALL

EVENT OF 1,/2" OR MORE. THE CONTRACTOR SHALL REMOVE ALL MUD DEPOSITED ON THE
ADJACENT STREETS AS A RESULT OF THE COMSTRUCTION OF THIS PROJECT.

THE CONTRACTOR SHALL REMOVE THE EROSION COMTROL MEASURES ONCE GRASS IS
ESTABLISHED.

IMLET PROTECTION TO BE INSTALLED AT ALL PROPOSED AND EXISTING IMLETS ADJACENT TO THE
PROJECT SITE.

COMSTRUCTION EXIT IS TO BE DRESSED WITH ADDITIONAL ROCK AS MEEDED AND MAINTAINED S0
AS TO PREVEMT COMSTRUCTION TRAFFIC FROM TRACKING MUD ONTO ADJACEWT PUBLIC STREETS.

10. ALL AREAS WHERE EXISTING VEGETATION AND GRASS COVER HAVE BEEW DISTURBED BY

COMSTRUCTION SHALL BE ADEQUATELY BLOCK SODDED OR HYDROMULCHED, AND WATERED UNTIL
GROWTH |5 ESTABLISHED. IN DEVELOPED AREAS WHERE GRASS IS PRESENT, BLOCK SOD WILL BE
REQUIRED. BARED AREAS SHALL BE SEEDED OR SODDED WITHIN 14 CALENDAR DAYS OF LAST
DISTURBANCE.
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NOT TO SCALE

HSC CLINIC PARKING AND STORAGE
8447 RIVERSIDE PARKWAY (SH 47)

TOTAL DISTURBED AREA = 0.26 ACRES

PORTION OF
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VOL. 7908, PG. 209

BRYAN, BRAZOS COUNTY, TEXAS
SCALE: 17=20’ JANUARY 2024
OWNER/DEVELOPER: ENGINEER:
THE TEXAS A&M UNIVERSITY SYSTEM SCHULTZ ENGINEERING, LLC.
301 TARROW ST PO BOX 11995
COLLEGE STATION, TX COLLEGE STATION, TX 77842
(979) 458-7700 (979)764-3900
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(28 DAY STRENGTH = 3500 PSI)

* 5" PAVEMENT — USE #4 REBAR @ 18" O.C.EW.
* B" PAVEMENT - USE §#4 REBAR @ 18" Q.C.EW.
PAVEMENT — USE #5 REBAR @ 127 O.C.EW.
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SEDIMENT CONTROL LOG Lﬁsﬁg'u?f-
MUST EXTEND BEYOMD THE V
INLET'S OPENING A MINIMUM
OF 127 ON BOTH SIDES

TEMPORARY DEVICES AROUND STORM DRAINS ARE USED TO DETAIN AND/OR FILTER SEDIMENT-LADEM RUNOFF. THE PROTECTION
ALLOWS SEDIMENT TO SETTLE PRIOR TO DSCHARGE INTO A STORM DRAIN INLET OF CATCH BASIM.

SEDIMEMT CONTROL LOGS ARE TO BE USED OMN EXISTING CURE INLETS WHICH ARE LOCATED ADJACENT TO OQCCUPIED TRAVEL
LANES WITHIN THE DISTRIBUTED LIMITS OF A PROJECT AS SHOWN ON THE PLANS.

SEDIMENT CONTROL LOGS ARE TO BE INSTALLED AND MAINTAINED PER THE MANUFACTURER'S INSTRUCTIONS AMD PROPERLY
WEIGHTED IN ORDER TO REMAIN SECURELY IN PLACE. INSTALLATION MUST MEET THE GONSTRUCTIOM INSPECTOR'S APPROVAL,

SEDIMENT CONTROL LOGS ARE TO BE CONSTRUCTED OF WOOD FIBERS, SYNTHETIC FIBERS OR OTHER SUITABLE MATERIAL
SUFFICIENT TO RETAIN ITS SHAPE AND ENCASED IN A UV STABILIZED FILTERING MEDIA OF SUFFICIENT STRENGTH TO RETAIN
SEDIMENT.
SEDIMENT CONTROL LOGS ARE TO BE AFPROVED BY THE ENGINEER PRIOR TO INSTALLATION.
SAND BAGS SHALL NOT BE USED.

STORM DRAIN INLET PROTECTION DETAIL
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